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Thank you for choosing our 4Ch/8Ch Real-time Full D1(both preview and record) Hardware
Compression USB video capture device. Please make sure your operations of the products are
strictly in accordance with the manual, so as to keep the stability of the digital surveillance
systems.
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Introduction

The product is a high speed device, supporting Hot-plugging. It’s very convenient for users to
install and uninstall and often used on laptops. The USB has a wide range of applications. This
product supports USD2.0 connect and attains of channel D1.

Special Notice

1. For usage of the software, please refer to the electronic manual in the CD-Rom.

2. Our device are equipped with some precise instruments. When they are moved or installed,
please be careful.

3. Make sure that your PC USB interface is USB 2.0 \Version, since our device just support
USB2.0

4. To prevent non-image display, please connect cameras to USB device and power on the cameras,
before installing USB device to computer.

5. If you need to remove the USB device, please plug out the device, our device support hot plug
and play

6. Using our device with other USB device simultaneously may cause the problem that PC can not
identify USB device. Do not insert two or more USB video capture device or use with other PC
video capture devices at the same time.

7. In case of problems, please contact with Local Technical Support for Professional help.



Specification

Model Name

QQDVR

Video Format

PAL /NTSC

Preview & Record Resolution

PAL: 704*576(D1) NTSC:720*480(D1)

Video Channel

4 Channel / 8Channel

Frame Rate

4Ch 100 fps(PAL)/120 fps(NTSC) 8Ch 200 fps(PAL)/240 fps(NTSC)

Audio Channel

4 Channel

Data Format

H.264

Network support

support DDNS, P2P, UTP, TCP/IP, easy to Surveillance by Internet

System Requirements

Item Request

Screen Set Above 1024 x 600

DirectX Not limited

RAM Above 512MB

CPU Above Intel Pentium 2.0GHz

USB Interface USB 2.0 High Speed

0s Windows 7 (32bit/64bit) Windows Vista, Windows XP, Windows

2003 server etc.

Hardware installation

1. Connect the USB device to computer/laptop. If remote surveillance is required, the laptop needs

to have access to internet

2. The BNC port is for video input, which could receive video signals from connected camera(s).

3. The RCA port is for audio input, which could receive audio signals from connected MIC.

4. Then turn on the computer and install super DVR software.




Software installation

Plug the device in the USB port, the double Click the QQDVR Icon, and follow the step below:

Welcome to the DVE Setup Wizard

Thi=s will install DVET.0.2.5 on your computer.

It 15 recommended that wou close all other
applications before continuing

Click Hext to continue, or Cancel to exit Setup.

[ Hext > ] | Cancal |
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Select Start Menu Folder
fhere should Setup place the program’ = shorteuts?

Setup will create the program’ = shorteuts in the following
[ Start Menu folder.

To continue, click Hext. If wou would like to select a different
folder, clicl Browse

LONVE | Browse. .. |

< Back |[ Hext > ] | Cancal




Select Additional Tasks

Which additional tasks should be performed?

Select the additional tasks wou would like Setup to perform while
installing OVE, then click Hext.

Additional 1cons:
Create a desktop icon
Create a Quick Launch icon

[ < Back ]l Hext > I[ Cancal

)

Setup - DV

Select Horm

Select Norm:

[_i-:l FAl
(7 WTSC

Select the video Format (NTSC or PAL).

****Depend on your camera video Signal***

< Back ][ Feaxt = J [ Cancel ]




Ready to Install

Setup 1z now ready to begin installing IVE on your computer.

Cliclk Install to contimme with the installatioen,

or click Back 1f wou
want to rewlew or change any settings

Setup type: -
Full installation

Selected components:

FAL

Start Menu folder:
QROVE

m

Additional tasks:
#dditional icons:
Create a desktop 1con

[ 4 Baclk “ In=tall ] [ Cancal ]

Setup - DVR

Installing

Pleaze wait while Setup installs IVE on your computer.

Extracting files. .
C:“QQDVENCEDVE. exe




B C\Windowshsystem32\cmd.exe - :- = | ] |t

C:-QQDUR~Driver>devcon rescan
Scanning for new hardware.

The system may remind you of that "Found new hardware" which, however, can be ignored.
After finishing all the operations shown above, please restart the computer and launch the
surveillance program. A shortcut of the surveillance program is created on the desktop.

For more help about how to operate the software, you can open the file DVR.CHM in the
directory C:\QQDVR.



****The first time you use the QQDVR, remember that the software installs in a "LOCKED" state
as a default, and you have to use the "user name" and "password" to unlock it, and configure it.
The user name and password are both the same word "admin"...

No Signal No Signal

No Signal

Username: admin
Password: admin
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